CHIMICA m] CENTRO
Soluzioni per laboratori scientifici

Aria, Acqua, Ambiente, Alimenti, Sicurezza, Ricerca e Sviluppo, Controllo Qualita

ROTINA 380 | 380 R

High speed with space saving design

High performance unit supporting a wide array of accessories for multiple applications in just one rotor. lts size and performance
make it the ideal benchtop centrifuge for most clinical, reaearch and industrial laboratories. This unit is available with refrigerati-
on and a temperature range from -20 °C to +40 °C (ROTINA 380 R).

= FEATURES == FELDS OF APPLICATION

RPM: 50 - 15,000 min " — adjustable in increments of 10
RCF: 50 - 24,400 — adjustable in increments of 1

Max. capacity: 4 x 290 ml

Choice of 8 rotors

IVD-conform according to directive 98/79/EC

Max. noise level of 54 dB{A) with rotor 1760

Easy operation with keypad and control knob

98 program memories for more individuality

9 individual acceleration and 10 deceleration stages

Hospitals

Hematological laboratories
Small blood centers

Veterinary laboratories
Pharmaceutical laboratories
Food analyzing laboratories
University / Academic research
Forensic |laboratories

Paternity testing laboratories

- Model 380 R coolable from -20 to +40 °C with - Environmental testing laboratories
pre-cooling function - Cell culture laboratories

Cantrifuge peckagas for the model can ba
found on page 99

Mora informetion about the contro! panal
@ can ba found on pags 198

CYTO More informeation on pege 178

. ROTINA 380 ROTINA 380 R
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AHettich-

= TECHNICAL DATA

ROTINA 380 ROTINA 380 R
non-refrigerated refrigerated

voltage *) 200 — 240V 1 ~ 200 —240V1 ~

frequency 50 — 60 Hz 50 — 60 Hz

consumpfion 650 VA 1,300 VA

emission, immunity EN/IEC 61326-1, class B EN/IEC 61326-1, class B

max. capacity 4x290ml 4290 mi

max. RPM 15,000 min” 15,000 min*

max. RCF 24,400 24,400

running time 1— 99 h: 39 min: 59 sec, co continuous run, 1 — 99 h: 59 min: 59 sec, = confinuous run,
short cycle mode short cycle mode

dimensions (WxDxH) 457 x600x418 mm 457 % 750% 418 mm

weight approx. 51 kg approx. 81 kg

noise level 54 dB (A) with rotor 1760 54 dB (A) with rotor 1760

temperature confrol, infinitely variable - from -20 to +40 °C

Cat. No.

100 —127V1 ~ /50 -60Hz ™) 1701-01 1706-01

consumpdion T00 VA 1,400 VA

emission, immunity FCC class B FCC class B

weight approx. 58.5 kg approx. 88.5 kg

Othar voltages on request.

= AVAILABLE ROTORS

SWING-OUT ROTORS angle mex. RPM max. capacity Cat. Mo. page
swing-out rotor, 4-place 90° 5,000 min™ 4x290 ml 90
swing-out rotor, 4-place 90° 4,000 min~ 4x290 mi 92
swing-out rotor, 6-place 90° 4,000 min” 6x50 ml 94
swing-out rofor, 2-place 90° 4,000 min” 10 plates 9%
swing-out rotor, 2-place 90° 5,100 min” 12 plates 96

ANGLE ROTORS
angle rotor, 6-place 45° 1,1:8[')%0%1_‘ 6x94 ml T
angle rotor, 6-place 45° 1.1:8[')%0%1_1 6x94 ml 98
angle rotor, 30-place 45° 15,000 min- 30x2 mi - 99
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ROTINA 380 | 380 R | BENCHTOP CENTRIFUGES

= SWING-OUT ROTOR, 4-PLACE | 1754

Bucket %

Rotor

max. RPM | mae. RCF 5,000 min | id bicseal ¥ 1751

max capacity 4290 ml Cat. Mo. 1752

run-up | run-cown, braked in sec 42127

angle | mee noiss kevel 90" 160 dB (&)

temperature in “C*" 0

Cat. MNo. 1754

Vessels [ [ ] D D D D j

capacity in m 15 20 3 4 5 B 7 g 15 20 25 z 50 4 100

BxLnmm Tx38  11x38  10x60  12¢60 12x73  12x82 12x700 14x100 17x100 21x100 24x700 31x700 34x700 38x102 40x115

max. RCF? wproomm G’ 3B 4770 4p68 4568 4668 4668 4668 4668 4668 4668 4668 4668 4807 469

radils in mm opfbotiom 1257171 125/171 1A 1 167 167 167 167 167 167 167 167 167 172 166

Cat. No. L we |

- -.uﬁﬁmﬁ@ﬁ%%%%%%

boring 8 x L in mm T1:2%385 112385 1124385 12 5\(50 2.5%5 2 {SE 12556 17.5x62 17.5x62 25.5x81 25.5xE1 35:;x81 39“81 38. 538[) 41097

vessels per notor 144 144 72 96 96 52 32 24 24 2 4

Cat. No. Pzt § 71 | 1761 Jirce-a]7cz- Y1z A} e A res-Aires o] 1764 ] 764 | tres | tres ] 1777 ] 7o
U1 P iy

Vesseels ) i n

capacity in m 100 250 11-14 26-34 27-3 4-55 45-5 45-5 45 45  75-85 89-10 10 168-5 4-7

@xLinmm 44100 B5x115 BKSE 13265 11x66 15x75  T1x82  11x892 13290 13x80 15x92 16x92 15x102 13x75 13x7100

max. RGF# 4640 4540 4BAE  46R8 48R3 48B3 4GB 4BA  4FR8  4PAR  4B50  46B3 4GB 4668 4668

radils in mm 166 166 167 167 167 167 167 167 167 167 167 167 167 167 167

Cat. No. biood collection tubsas / urine tubes

- U@%ﬁﬁﬁﬁ%mﬁﬁﬁ%%

baring & x Lin mm i:}rB? 56‘134:; 9{49 1Q5~<54 x‘ 17.5x62 25x::6 13.2x72 1Q5x:>4 13~r. 2 175x62 17 axE\: 17.5462 Q5}{::4 1Q5~<54
vessels per notor

52 TG 52 52
at o K K K K s (K

1)  Forcooled versions: LOwest temperature achievabils with precociing and max. speed.

2)  Fis=se nots that the RCF values indicatad rsfer only to rotor performancs. The max. permissible RCF of tubes used should be veriied with the individual manufacturars.
The max. RCF for glass tubes annotsted with footnots 2) is 4,000.

Tested Dy TOV in confonmity with DIM EM 61010, section 2 - 020,

o

Via Vinciguerra, 45 62019 RECANATI MC | TelOT1 7572490 | Fax 071 7574340

www.chimicacentro.it info@chimicacentro.it



CHIMICA @ CENTRO
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= SWING-OUT ROTOR, 4-PLACE | 1754

Rotor % Bucket %

max. RPM | mac RCF 5,000 min | 4,863 lid bioseal # 1751
max capacity 4x230ml Cat. No. 1752
run-up | run-down, braked in sec 42127

angle | max. noise kevel 90°160dB (A

temperature in °C"

0
cat to

110000 mingas

capacity in mi 4-7 4-7 8 85-10 5 15 50 12
@xLinmm 13x100 16x75 16x125 16x100 17x58 17x120 29x115 17x100 25x90 25x110 29x115 29x115 165x106 16x80 26x95
max RCF* 4668 4668 4668 4668 4863 4863 4863 46% 4528 4528 4752 4752 4668 4,668
radius in mm 167 167 167 167 174 174 174 168 162 162 170 170 167 167

e to oo comecton wes/ e woes | |

%ﬁ%%ﬁ@@@“mﬁﬁ

Adapter
boring @ x Lin mm 132x72 1 l5>(6 17.5x62 175x62 17x52 17x84 39x84 17)78 26.5x72 26.5x72 tSG 30x80 17.5x62 17.5x62 26.5x70
vessels per rotor 76

¥ 36 20 2 B = 82 M
= O O 0 K 2 K ) ) e B (0 (= K

_ Qnpegese

capacity in mi 30 175 175 290
@ xLinmm 29x107 38x106 38x102 61x118 62x144 60x 130 61x137 61x122 62x137
max. RCF# 4752 4807 4807 4863 4863 4863 483 4863 4863
radius in mm 72 172 174 174 174 174 174 174

Gt o [ e o cop ] rton Jrogered e | reconJoszr -4 |

ﬁ%%@@

boring @ x Lin mm 30x80 385x80 385x80 62x111 62x111 82x111 6x111 62x100 62x100
vessels per rotor

16 8 8 - 4 4 4 4 4
o o 720 vz | v | e | vrrs | s [vree | oo | v7eo)

For cocled versions: Lowest temperature achievable with pracociing and max. speed.

Pieasa nots that the ACF valuss indicated refer only 1o rotor performancs. The max. permissible RCF of tubes used should bs verified with the individual manufacturers
The max. RCF for glass tubes annotated with foctnots 2) 15 4,000.

3.3) When using theee tubss, buckst 1752 or 5051 cannot be closad with lid 1751 or S053.

5) Tested by the TUV in conformity with DIN EN 61010, saction 2 - 020.

2 \daptsr must be loadsd 3s ilustrated

it temperaturss of over +40 *C and / or when not Millsd to capacity, botties M3y Warp curing cantrifugation.
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ROTINA 380 | 380 R | BENCHTCOR CENTRIFUGES

= SWING-OUT ROTOR, 4-PLACE | 1798

Rotor Bucket
max. RPM | mac RCF 4,000 min | 2,898 lid

max. capacity 4100 ml Cat. No.
run-up | run-down, braked in sec 24117

angle | max. neise level 907 | 55 dB (A)

Emperature in “G"

E:

Cat. Mo.
% %

Vessels U U ﬁ H [ ﬂ j D j
capacity in mi 15 2 15 2 5 6 7 9 25 100 1
@xLinmm 11x38  11x38  11x38  11x38 10x60 12x75 12¢B2 12¢700 14x700 17x100 24x100 s-ch 40x115 44x100
max. RCF? wproomm on/ L9 ogos 2@ 2737 2773 275 2773 2755 2755 27% 275 2755
radite in mm 103/158 108/158 158 158 153 155 155 154 155 1 154 134 154 124
cat Ho. [ e

8 E % . ; n : % E‘éj @ @

O G i

hoseed OO0 aTala! —
Adapter ___J J J -
boring @ x L in mm 125x42 12.5x%42 115650 “5x50 11::44 1:5(42 ‘25x4” 1:.513& 16x50 17.5%86 26xB6 36x86 42x86 45586
vessels per rotor 160 160 B4 42 48 20 ] e 4
cat to ooy | czor ] 52 § st ] coor | ser | s Jooer] szot Jeio 4 cosz ] oo | sae | sz

— |

I

capacity in mi 11-14 2§-34 27-3 4-55 45-5 49 75-85 9-10 10 16-5 4-7 4-7  85-10
@xLinmm BxB6 13xB5 11xB6 15x75 11x82 13x80 15x82 16x92 15x102 13x75 13x100 16x75 16x100
max. RCF* 2737 2808 2773 2773 2773 2808 2773 2755 2755 2808 2808 2773 2755
radils in mm 153 157 15 155 135 157 155 1+ 154 157 157 155 134
Cat. No. bigod collection tubes £ urine tubes
3858
& = 00
DD%:I F_ﬂ | e]eLe] [+] cq %
Adapter L
boiring @ % L in mm T1x4s 13 Sx:ﬂ E w42 E‘SG 5x’2 3.5%52 axa:l 171 E:rSE 17.6x86 133?" 13.5x452 ‘Iaan 7. ‘WBE
vessels per rofor 50 48 a0 45 43 a4 a5 8
Cat. Ho. E&l-m-mm@@mmmm
ag 3y a5
D E D D é ;3_} CYTo Cyto system aveilable for this modsl.
Vecoels More information on page 178
capacity in mi 3 50 12
@xLinmm 25x110 29x115 17x120 17x100 25x110 29x115 SIIT|:||EJ' "1u11p|e
max. RCF op/wotom 2,755 2826 2898 2,898 2,?56 2,735 1,735/ 2,737
radis in mm 154 158 162 1 54 97 /133
cat Mo, 7 orcooms rns Loves s s van
precooling and max. spesd.

Z) Fiease note that the RCF values indicated rafer only 1o
rotor performanca. The max. parm ssibks RCF of tubes
used should be variisd with the inckioual manufsciurers.
The max. RCF for giass 1ubss annotated with footnots 2) is

Adapter 4,000.
baoring @ x Lin mm 26x86  30x86 1”'90 17x%0 26x86 353'35 - 3.3 When uEing thaes tubss, buckst 1752 or 5051 cannot be
vessels per rotor ciosed with lid 1751 or S053.

E ND_ 15) Also avaiable with 5&6-3.".”1; aid. I:CE1 MNo. 5247-01 or

5248-31).
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= SWING-OUT ROTOR, 4-PLACE | 1798

% % O
Rotor Bucket
max BPM | mac RCF 4,000 min-* | 3,085 lid bicseal ® 5083
mac capaciy 4290 ml Cat. Mo.
run-up | run-down, braked in sec 24017
angle | max. noiss level a0 |56 dB (&)
temperature in *C" -8
cat .
Veccels U H [ - - E j D D
capacity in mi 5 ] 7 15 25 50 100 100 250 15 0 50 12 5 0
@xLinmm 12x75 12¢B2  12x100 17x100 24x700 24x700 44x700 40x115 €5x11% 17x120 25x110 29x115 ¥100  25x90 25x110
mee. RCF* 3005 3005 3005 2952 2B%E 2952 292 20952 3085 3095 2808 3095 3005 2826 2898
radius in mm 168 168 168 165 162 165 185 1685 173 173 162 173 168 158 162
cat to. L e
Adapter % % %% % % i% %
boring @ x L in mm 12, 5(45 12.8x45 13. 452 1750607 "SaxE" 355xB5 455285 42x85 EE)“ID:] 17x85 25.5xB2 30xE5 1?‘\(52 26x73 25 SKE"
vessels per rotor 43 32 4 4 28 16 B 12
cat . [Stz0 | 50 § 5120 ] v | sz § szt | sizs] iz § 7ot ] sieo | sz § st | izt | siot § sz
Vessels i
capacity in mi 50 10 29 11-14 26-34 27-3 4-55 45-5 45 75-83 9-10 10 16-5 4-7
@xLinmm 29x115 16x80 &1 x122 62313.-’ BuB6 13xB5 11xB6 1573 17x82 13x90 15x82 16x92 15x102 13x75  16x75
mae RCF* 3023 2952 3095 3085 2540 2540 2,543 29832 3005 28952 2952 2882 29852 2340 2852
radius in mm 169 185 173 142 142 1685 168 165 165 1685 165 142 165
catto m
Adapter E%Ei a x_/uE Eﬁfa &
boring @ x L in mm ‘40?99 1"\60? 56\: 03 Eﬁxﬂn ‘32::54‘ 1‘427645 132845 1 57:‘93’ 13.2x82 135607 1750607 17.5x607 rarEC’ 132845 1’5\93?
vessels per rofor 48 43 32 32 32 32 43
Cat.o. [5ta5 ] 5156 | 1o ] oot 5150 ] 5190 | 5t60] 510 | 5r20 ] 517 | o0 ] 5156 | 5100 | 5w | 5to0
[ ]
Vessels L
capacity in mi 4-7 ] 85-10
@xLinmm 13x100 16x125 161100
mae RCF# 3005 3088 2952
radius in mm 168 171 165
Cat. Mo. 1)  For cooled versions: Lowest tempsamatune schisvable with precoaiing and
max. Epead.
) Fieasa nots that the RCF values incicated refer onty 1o notor performan:
c&. The max. pamicsiole RCF of tubes used sholid be verfied with the
indhidual manufacturars
The max. RCF for glass tubes annciated with footnote 2) is 4,000.
Adapter 3.5) When using these tubes, bucket 5092 c2nnot ba closed with iid 5053
boring @ x L in mm 4)  FieEES M8Move the SpEcS.
weszeds per rotor 5) Tesied by the TUV in conformity with DIN EM 61010, section 2 - G20,
Cat. No 24) At temperstures of over +40 “C and / of winen not fillsd to capacity, bottes

may warp during centrifugation.
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ROTIMA 380 | 380 R | BENCHTOP CENTRIFUGES

= SWING-OUT ROTOR, 6-PLACE | 1726

Rotor
mac RPM | mac RCF 4,000 min | 2,508
max. capacity 6x 50 mi

Tun-up | run-down, braked in sec
angle | temperature in “C

Cat No.
Veszels D D = =
capacity in mi 5 5 [ 7 9 15 20 25 43 50 &5x10 30 1-8
@xLinmm 12x75  12x75 12x82  12x100 14x100 17x700 21x700 24x100 F1x100 34x100 16x100 26x95  simple multiple
max. RGF* 2576 2522 2865 2665 2685 2665 2719 2808 2719 2808 2865 2808 2,003
radits in mm 144 141 143 148 149 143 152 157 152 157 148 157 12
with decan- Wit decan with dacan
"\]:ln l'\]:ld ting aicl
iHEHEH @A
o @
Carrier
boring @ x Lin mm 19_5::54- 13:!6:: 125<T'= 251*15 14.6x74 176xT15 21.5x74 26x78 32¢74 35x78 1WWE«TIS 26x78
vessels per notor 24 1 24
Gat. No. hsoo o 572 oo cseo ] 45 | 1300 | 154 | 4745 | 145 | 4740 | 4000 | #7s5 ] o0

= SWING-OUT ROTOR, 6-PLACE | 1726

Rotor Carrier

max. RPM | mac RCF 4,000 min” | 2,508 Cat. No.

max. capacity 42x15ml

fun-up | run-down, braked in sec 19118

angle | max. noise leved 90° | 54 dB (&)

Emperature in *G -6

Cat MNo. 1726

Vessels ﬁ U

capacity in mi 13 26-34 4-55 T73-85 8-10 10 16-5 4-7 B3-10 15

@xLinmm 17x100 13xB5  15x75  15x82 16x82 15x102 13«75 16x75 16x100 17x120

max. RCF® 2808 2683 2583 2808 2808 2808 2633 2683 2808 2803

radits in mm 157 150 30 157 157 157 150 130 157 157

cat . [ 2] =
Spacar Space i Spacar Spacer

epucer Qe e @

boring @ x Lin mm ‘IFE'(’B 176x78 1 ’Erre 176x78 17.6x78 ‘I.fE(’B 176x78 176x78 17678 Err&

vessels per rotor 42 42 42 42 42 42

Cyto system available for this modal.
More information on page 178

1) For cooled varsions: Lowsst tempa-
rature achievable with precocling and
masx. 5pesd.

2) Flease note that the RCF valuss indica-

1ad nefer only 1o notor performance. The

ma. permissible RCF of fubss used
should be varified with the incivicual
maniraciurers.

The max. RCF for giass fubss annotated

with footnots 2) is 4,000,

Adapter must be loaded as ilustrated.

21)
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= SWING-OUT ROTOR, 6-PLACE | 1726

Rotor é g Bucket

max. RPM | max RCF 4,000 min" | 2,325 Cat. No.
max. capacity 72x4mi

in-up | run-down, braked in sec 19118
angle | max_ noise keve! 90° |54 dB (A

temperature in °C"

-6

Vessels

capacity in ml 15 20 3 4
@xLinmm 11x38 11x38 6x45 10x60 12x60
max. RCF* 2325 2325 2308 2290 2290
radius in mm 130 130 129 128 128

Gt to

@

boring @ x L in mm 11.5x38 11.5x38 65x23
vessels per rotor 54 54 180

Gt to Ed Ea &= E2 B3

= SWING-OUT ROTOR, 6-PLACE | 1726

Rotor Carrier %

max. RPM | max. RCF 4,000 min' | 2,808 Cat. No. 1741

max. capacity 60x9m
run-up | run-down, braked in sec 19118
angle | max_ noise keve! 90° 154dB (A
temperature in °C" -6

at Mo, [ s |

Vessels i

capacity in mi 9 11-14 45-5 49 16-5 4-7

@xLinmm 14x100 Bx66 11x92 13x90 13x75 13x100

max RCF2 2773 2773 280 2808 248 2808

radius in mm 155 155 7 157 139 157 1)  For cooled versions: Lowsst tsmpe-

Cat. No. m biood collection tubes / urine tubes th pracooing and
Spacsr Spacsr = :

& | i be veriied with the individual
Adapter S Q U/ PR
boring @ x L in mm 146x78 146x78 146x78 146x78 146x78 146x78 The max. RCF for giass tubes annotated
vessels per rotor 80 60 36 60 60 60 WHIVIDOOR 76 4,000

Packaging unit 10 piscss

[ 1
Cat. No. o701 Joro1 | - - [Jeores 21) Adapter must bs loadsd as Hlustratsd
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ROTIMA 380 | 380 R | BENCHTOP CENTRIFUGES

= SWING-OUT ROTOR, 2-PLACE | 1760

o —— e
Rotor . L
max BPM | mac RCF 4000 min | 2,397
max. capacity 10 plates
Tun-up | run-down, brakad in sec 30123
angie | mac noise level 90° | 34 B ()
femperature in “C* -8
Cat. No. 1760
Plates == ﬁ ﬂ W
WxDxHinmm 128x86x15  12BxB6x175 128xB6x22 128xBEx445 128x0Bx46 128xB6xB3 B4x59x11  124x82x20
capacity in mi - - - - - - - - o2
max. RGF* 2,397 2397 2,397 2,397 2,397 2,397 2397 2,397 2397
ragius in mm 134 134 134

S
Bucker SR Sh Sh S S SR BSh '

boring @ x L in mm -
plates / strips per rofor 2 24x8

10 8 & 2 4

o
o

= SWING-OUT ROTOR, 2-PLACE | 1770

s i ;
Rotor ( . Bucket @

max. RPM | max. RCF 5,100 min" 1 3,926 id bioseal 4627

capacityin ml 12 plates Cat. No.
run-up | run-down, braked in sec B5130

angle | femperature in “G" 907 1-3

Gat. o. T

Plates

el "

WxDxHinmm 128x86x15  12BxBEx17.5 128x86x22 128xB6x445 128xB6x46 128xB6xB3  B4x50x 124x82x20
@xLinmm - - - - - - - - 02
max. RCF# 3,826 3926 3,326 3926 3,926 3,826 3926 3,926 3,826
radius in mm 135 135 135 135

135 135 135 135 135
cat. No. (e | owre f o cp oowe ] owms J o ap ] Ve | PORplate J PCR stipe

L. $998999%%

beoring @ x L in mm -
plates J strips per moior 24x8

12 10 8 2 2 2 4 2
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= ANGLE ROTOR, 6-PLACE | 1720

Rotor

max RPM  romma32g0i380R 10,000 min* 111,000 min*
max RCF 13,528 116,369
max. capacity 6x94 ml

run-up / run-down, braked in sec 39/36145/

angle | max. noise kevel 45°159dB |A1

temperature in °C"

+1
Gt 1o T

_ 231000

[

[ I

v
capacity in mi 2 50 94 75-85 9-10 85-10 5 15
@ xLin mm 11x38  11x38 00 24x100 34x100 38x102 15x82 16x92 16x100 17x59 17x120 29x115 16x80 26x95 29x107
max. RCF#* roTmaaso 12969 12969 12,745 12410 13304 13528 12,745 12745 12 12857 13081 12745 12410 12410 12,969
max. RGF2 roTmA230R 15692 15692 15422 15016 16098 16369 15422 15422 15 15557 15828 15422 15016 15016 15692
radius in mm 116 116 114 m 19 121 114 114 114 15 17 114 11 m 116

ca. o T BT o I T T

* #hB00 BABAABAOD

boring @ xLin mm 114(39 1*4139 1/5&9’-‘ °6K8< 33x&°, 38—(89 17.5x92 1/519” 175)(9" 17)(51 1/)(1% 7'98)(07 165A '-‘n(&a '-‘9(99
vessels per rotor

6
Cat. No. mmmm—mmm-mm-m

—. 50

capacity in mi 85 94
@xLinmm 38x106 38x102
max. RCF* roTmA3g0 13528 13,528
max RCGF# ROTNA220R 16369 16,369
ragdius in mm 121 121
Cat. No. e
Adapter
boring @ x Lin mm Ba® B
vessels per rotor 6 6

CatNo. = 2=

1)  For cooled versions: Lowsst tampsraturs achisvadle with precooling and max. speed.
2) Pieass note that the ACF valuss indicated refer only 1o rotor performance. The max. permissible RCF of tubes used should be veriied with the individual manufacturers
The max. RCF for glass tubss annotated with footnote 2) is 4,000.
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CHIMICA m CENTRO
Soluzioni per laboratori scientifici
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ROTINA 380 | 380 R | BENCHT

= ANGLE ROTOR, 6-PLACE | 1792

=0
&
USIVE

Rotor lid bioseal®
mac RPM  Romnaasorasor 10,000 mint 111,000 min® Cat No.
max RCF 13,640 116,504

max. capaciy 6x94 ml

run-up | run-down, braked in sec 40/37148/44
angle | max. noise level 45°|59dB (A
temperature in °C* +4

Gat.No. e

Vessels = D

capacity in mi 15 20 15 25 50 94 75-85 9-10 10 85-10 10
@xLinmm 11x38 11x38 17x100 24x100 34x100 38x102 15x92 16x92 15x102 16x100 16x80

max. RCF# ma3so 13081 13081 1285 12522 13416 13640 12857 12857 12857 12,857 12,857

max RCF# 15828 15828 15557 15151 16233 16504 15,557 557 15557 15,557 \ 15,557 ;
radis in mm 17 17 115 112 120 122 115 115 115 115 17 1 115 1
at.to [micoser s |~ “uness ~—~J oo conecion pes/ rine e

5L D00 J

Adapter L ‘ ' ¥,
boring @ x L in mm 11430 11439 175G2 26x85 35x83 Bx86 17.5x92 17.5x92 17.5x92 17.5x92 29.8x97 16.5x74 26x85
vessels per rotor 24 24 6 6 6 6 6 6 6 6 6 6 6 2 6
Cat Mo, (a0 [ vao [ 1ast [ vaar | oo |- ] st | sast ] st | a5t | 1476 | 1a00 | 1454 | 1ase | sasz
Vessels a

capacity in ml 50 85

@xLinmm 29x107 38x106

max. RGF# roTma3so 13,081 13640

max RGF* rOTNA230R 15828 16,504

radius in mm 17 12

Cat. No. s ey

Adapter ﬁ

boring @ x Lin mm 29x92 3B 86

vessels per rotor 6 6

Cat No. Cass ] -]

1 For cocled versions: Lowest temperature achisvabie with precociing and max. speed.

The max. RCF for glass tubes annctated with 10
Testad by TUV in conformity with DIN EN 61010, section 2 - 020.

o

2) Pease note that the RCF values indicated refer only to rotor performancs. The max. parmissible RCF of tubes used should be veriied with the individual manufacturers.
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CHIMICA m CENTRO
Soluzioni per laboratori scientifici

Aria, Acqua, Ambiente, Alimenti, Sicurezza, Ricerca e Sviluppo, Controllo Qualita

== ANGLE ROTOR, 30-PLACE | 1789-A

Lid bioseals,
Rotor phenol-resistant
max RPM | max RCF 15,000 min*| 24,400 min ' Cat. No.
max. capacity 30x2mi
run-up | run-down, braked in sec 24124
angle | max. noise kevel 45° 160dB (A)
femperature in °C* +4
Cat. No. 1789-A
Vessels 3 § 6 \ @ ﬁ ﬁ
capacity in mi 02 04 05 08 15 2 05
@xLinmm 6x18 6x45 Bx30 8x45 11x38 11x38 107x36
max RCF# 24400 24400 244 24400 24400 24400 23394
radius in mm 97 97 97 97 97 97 B 1)  For cooked versions: Lowsest tsmperature achisvabls with
Gat o, ecooing 3 mae. e
2) Flease note the RCF valuss indicated refar ondy to retor
f pacformance. The max. permissibie RCF of tubss used
| | shouid be veried with the iIndhicual manutacturers.
ﬁ The max. RCF for giass ubss annotated with footnote 2) is
| | 4,000
Adapter - == - n- 5)  Testsd by the TUV in conformity with DIN EN 61010, section
boring @ x Lin mm 6x40 6x40 8x40  8x40 102x193 112x409 112409 2-020
vessels per rotor _’.;D 30 7 For :inmgatcn at high speeds, we recommeand to use

30 20 30 20 15

= PACKAGES

ROTINA 380 BLOOD TUBE PACKAGE 1 numberofvessals  volume (mi) size {mm) RPM RCF
-1 x ROTINA 380 centrifuge 1701 64 16-7 13x75/100 5,000 4,668
- 1 x swing-out rotor, 4-place 1754 52 4-10 16x75/100 5,000 4,668
- 4 x bucket 1752
- 4 x d (bioszal) 1751
- 4 x adapter, 16-place 1783-A
- 4 x adapter, 13-place 1763-A

1701SET1
ROTINA 380 CONICAL PACKAGE 2 rumberofvessals  volumse (mi) size (mm) RPM RCF
- 1 x ROTINA 380 centrifuge 1701 64 16-7 13x75/100 5,000 4668
- 1 x Swing-ou rotor, 4-place 1754 52 4-10 16x75/100 5,000 4668
- 4 x bucket 1752
- 4 x adapter, S-place (conical) 1771-A
- 4 x adapter, 4-place (conical) 1772-A

1701SET2
ROTINA 380 R CONICAL PACKAGE 1 numberof vessals  volume (ml) size (mm) RPM RCF
-1 x ROTINA 380 R centrifuge 1706 64 16-7 13x75/100 5,000 4,668
-1 X swing-ouf rofor, 4-place 1754 52 4-10 16x75/100 5,000 4668
- 4 x bucket 1752
- 4 x adapter, S-place (conica) 1771-A
- 4 x adapter, 4-place (conical) 1772-A

1706SET1
ROTINA 380 R BLOOD TUBE PACKAGE 2

rumberofveasals  volume (mi) size {mm) RPM RCF

-1 x ROTINA 380 R centrifuge 1706 64 16-7 13x75/100 5,000 4,668
-1 x swing-out rofor, 4-place 1754 52 4-10 16x75/100 5,000 4,668
- 4 x bucket 1752
- 4 x iid (bicszal) 1751
- 4 x adapter, 16-place 1783-A
- 4 x adapter, 13-place 1763-A

1706SET2
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