o CHIMICA CENTRO

ADDED VALUE LAB SOLUTIONS AM 4

Digital Multi-position
Hot Plate Stirrer

Precision, Ease-of-Use and Versatility in Four
Independent Positions
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Multi-position

= Four independent positions able to stir up to 1500 rpm,
uptoi5L

= The 135 mm diameter aluminum alloy top plates ensure
great temperature homogeneity and optimum heat transfer
across the entire surface

= Two illuminated indicators always inform the operator
when heating is on and temperature above 50°C

= Brushless motor ensuring power and resistance over time

= Brushless motor ensuring power and resistance over time

= Designed for the longest lifespan and guaranteed by
3 years warranty with online product registration

Instrument - Codes

AM4

Technical Data

User interface
Housing material
Number of positions
Plate material

Plate diameter
Stirring volume
Stirring speed range
Speed control

Motor

Torque compensation
Temperature range
Heating control

Hot plate warning system
Protection class

Power input

Weight

Dimensions (WxHxD)
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230V /50-60 Hz

F20500590

Analog
Epoxy painted aluminum structure
Four positions

Aluminum alloy

135 mm

5L

100 - 1500 rpm

Analog

Brushless

Speedservo™

Room temp - 310 °c

Analog

llluminated icons (when the temperature is above 50 °c)
IP 42

2550 w

5,8 kg (12.8 Ib)

715x90x270 mm (28.1x3.5x10.6 in)
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